
SEATTLE CITY LIGHT

MATERIAL STANDARD

STANDARD NUMBER:
PAGE:
DATE:

REV:

5652.1
1 of 1
June 17, 1959
February 5, 2004

ORIGINATOR STANDARDS COORDINATOR STANDARDS SUPERVISOR UNIT DIRECTOR

GUY CABLE FITTINGS
EYE NUTS
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Galvanized Eye Nuts shall be of the configuration shown and shall meet the requirements of EEI TDJ-5.
Optional or alternate configurations shown in Data Sheet 1 of TDJ-5 are not acceptable.  Eye nuts may be
cast of malleable iron (ASTM A47) or ductile iron (ASTM A536).  Shipping containers shall be marked with
the type and quantity of items, City Purchase Order number, name and address of the manufacturer, and the
address of the receiving warehouse.  Packaging shall conform to EEI Packaging Standards.

Reference Specifications:  ASTM A47, A536, EEI Pkg. Stds., latest revisions.

Stock Unit:  EA

Approved Manufacturers
Stock

Number
Figure

Number

Bolt
Diameter,

Inches Chance Dixie
Line

Hardware
Utilities
Services

565252 1 5/8 6502 D6502 OEN-58 450
565254 1 3/4 6503 D6503 OEN-34 451
565258 2 5/8 6510 D6510 TEN-58 C580
565260 2 3/4 6511 D6511 TEN-34 C340
565266 3 3/4 6561 D6561 TWN-34 5964
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